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WHITE CRK – 60 , COLOUR CRK – 60 &  

BASE CRK - 60 

      (self cracking inks) 

 

 
GENERAL INFORMATION : 
White CRK-60 & Colour CRK-60 Paste are water based inks for getting a unique 
crack effect without any stretching of the fabrics.  Prints will get self-cracked when 
dried. 
 
Base CRK-60 is used as a base before printing the cracking pastes. Base CRK-60 is 
used  directly without adding any pigments to get fabric tone in crack’s or pigments 
can be added to get desired coloured shade in crack’s. 
 
White CRK-60 is used to get white cracking effect or mixed with pigments to get 
pastel shades of cracking effect. 
 
Colour CRK-60 is used to obtain dark coloured (black, red) cracking effect by adding  
10 – 12 % of pigments in it. 
 
NOTE : More the deposition of ink, better will be the results. 
 
 
METHOD OF PRINTING: 
1. Print under-base of Base CRK-60 by applying two strokes and flash cure the print. 
2. Print White/Colour CRK-60 paste (White or colour as per requirement) by 
applying     two strokes & allow the print to dry naturally. Do not dry this print by 
Air Gun or     else the crack will start developing at this point, which should be 
avoided. 
3. Repeat step no.2 for two times more for best result.(i.e crack khadi should be 
printed                      three times without using drier). 
4. Keep Print for natural drying till the print gets cracked completely without the 
fabric      being removed from the table. 
5. Remove the printed fabric from the table, fuse this print at 150 degrees for 
8     seconds (Check the washing fastness 24 hrs after printing) 
 
PRECAUTION   : 
1. While printing CRK-60 paste in step 2 & 3 as mentioned above, do not dry the 

print by air gun or else it will get cracked & the final crack effect will get spoiled.  
2. Do not remove the fabric from the table till the entire cracking effect appears (as 

mentioned in step 5). 
3. Both CRK-60 pastes are fast drying ink, so do not keep this inks on screen for 

long time or else screens may get chocked. 
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The above information is given as per best of our knowledge and in good faith but 
without warrantee. We do not accept any legal responsibility for the contents in the 
literature. Users must take full lab test and trail before the use. 

 

 

SPECIFICATIONS : 

 

Fabric Type : 

Cotton / Poly 

Cotton Blends 

 

 

 
 

 

Mesh : 

32 – 43T (86 – 110 ) 

 

 
 

   Cure Temperature : 

   3 mins at 160 

°C      or    Fuse for 8 – 10 

secs 
 

 

 

Addtives : 

1 to 2% Anti-Chocking 

Additive 

2% Fixer 

 

 

   Storage : 

In cool place & avoid direct 

sunlight. 

Close the cointainer 

properly to avoid 

drying of inks. 
 

 

Cleaning : 

Clean with Water or Mild 

Detergent. 
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